
Intelligent Lighting for the 21st Century 
MaxStarE Model TLG-6 

Pat. Pending 

LED Replacement 
for Flange-type Flashlight Bulb 

• 50 Lumens of Light Output 

• Nearly Unbreakable-Never Burns Out! 

• Two Luxeon I Emitters 

• Retains Focusing Ability of the Mag" Flashlights 

• 20 Hours Runtime with 3 D Cells 

• 100,000 Rated LED Lifetime 

• Nr More Bulbs to Replace! 

TerraLUX is not affiliated with Mag Instruments Inc.. which owns the Maglite 
tractemarks and the trademark shape, style and overall appearance of the Mag 
flashlights. Mag Instruments trademarks are used here only to identify the flashlight 
with which TerraLUX intends its upgrade to work. TerraLUX products are not made by, 
endorsed or recommended by Mag Instruments Inc. 
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IMPORTANT! 
Read These Directions! 

The TLG-6 Flashlight bulb replacement is not a toy! 
You MUST use this bulb in a high-quality flashlight 
with an all-metal bulb holder. DO NOT U! 
any lighting fixture with a plastic bulb 
holder. The plastic bulb holder will melt 
and serious injury or fire may result! 
TerraLUX recommends Mag" Instruments 
C or D cell flashlights (2 or 3 cell ONLY)and 
the included Heat Sink Collar fits the Mag 
flashlights. This collar transfers heat from 
the bulb to the socket of the flashlight. 
To replace the flashlight bulb with the 
TLS-6 unscrew flashlight head and: 

1. Remove incandescent bulb by 
unscrewing retaining ring (Mag 2 or 
3 cell Flashlights). 

2. Insert thermal collar around MaxStar2 
bulb base 

3. Insert bulb assembly into the bulb 

holder. Heat Sink 

A. Replace and tighten the retaining Collar 

ring. Test that bulb lights. Replace 

Flashlight head. 
5. Twist head a quarter turn to change beam shape. 

Beams will separate into two parts if turned too 

far. 



